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ON SITE PREPARATION AND DEMOLITION NOTES: 


1. PRIOR TO COMMENCING ANY EXCAVATION WORK, THE CONTRACTOR SHALL NOTIFY ALL 
eS UTILITY COMPANIES IN ACCORDANCE WITH THE "DIG SAFELY” NOTIFICATION PROCEDURES 
: PROMOTED BY RESPECTIVE UTILITY COMPANIES. THE DIG SAFE TELEPHONE NUMBER FOR 

ay _ a ae MASSACHUSETTS IS 811. 

Hie SAP SO OTE ~—~2, THE LOCATIONS OF ALL UNDERGROUND UTILITIES SHOWN ON THIS PLAN ARE DIAGRAMMATIC 

| 10.03’ ~ONLY.THE CONTRACTOR SHALL CONTACT THE PROPER LOCAL AUTHORITIES OR RESPECTIVE 
UTILITY COMPANY TO-CONFIRM THE LOCATION OF ALL EXISTING UTILITIES BEFORE 
COMMENCING WORK. ANY DAMAGE DUE-TO FAILURE OF THE CONTRACTOR TO CONTACT THE 
PROPER AUTHORITIES SHALL BE BORNE BY THE CONTRACTOR. 

3. ALL REFUSE, DEBRIS AND MISCELLANEOUS ITEMS TO BE REMOVED, THAT ARE NOT TO BE 
STOCKPILED FOR LATER USE ON THE PROJECT OR DELIVERED TO THE OWNER, SHALL BE 
LEGALLY DISPOSED OF OFF-SITE BY THE CONTRACTOR. 

4, ALL ITEMS REQUIRING REMOVAL SHALL BE REMOVED TO FULL DEPTH TO INCLUDE BASE 
MATERIAL AND FOOTINGS OR FOUNDATIONS AS APPLICABLE, AND REUSED AS DIRECTED BY 
THE OWNER OR LEGALLY DISPOSED OF OFF-SITE BY CONTRACTOR. 

9. CONTRACTOR SHALL STRIP AND STOCKPILE EXISTING TOPSOIL TO FULL DEPTH WITHIN LIMIT 
OF GRADING BEFORE COMMENCING EXCAVATION AND GRADING OPERATIONS. TOPSOIL SHALL 
NOT BE REMOVED FROM THE SITE, UNLESS APPROVED BY THE LANDSCAPE ARCHITECT. 
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ABUT NEW CONSTRUCTION, THE EDGE OF THE EXISTING CURB OR PAVEMENT SHALL BE 
SAWCUT TO A CLEAN, SMOOTH EDGE. 

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING TREES 

AND PLANTS DESIGNATED TO REMAIN FOR THE LENGTH OF THE CONSTRUCTION PERIOD. 

THE PLACEMENT OF PROTECTION DEVICES ADDITIONAL TO THOSE NOTED SHALL, HOWEVER, 

BE AT THE CONTRACTOR'S DISCRETION. 

DAMAGE NO PLANTS TO REMAIN BY BURNING, BY PUMPING OF WATER, BY CUTTING OF FEE ah Cane ee reer 

LIVE ROOTS OR BRANCHES, OR BY ANY OTHER MEANS. NO PLANTS TO BE SAVED SHALL sre anneeel ie ore sa aceels 

BE USED FOR CRANE STAYS, GUYS OR OTHER FASTENINGS. VEHICLES SHALL NOT BE Boston, MA 02108 si iit So 

PARKED WITHIN THE DRIP LINE OR WHERE DAMAGE MAY RESULT TO TREES TO BE SAVED. 

CONSTRUCTION MATERIALS SHALL NOT BE STORED BENEATH TREES TO BE SAVED. 

9. THE GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS IN THE FIELD AND 
REPORT ANY DISCREPANCIES BETWEEN PLANS AND ACTUAL CONDITIONS TO THE 
LANDSCAPE ARCHITECT PRIOR TO STARTING WORK. 

. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO EXISTING CONDITIONS 
THAT ARE DUE TO CONTRACTOR OPERATIONS AND WHICH ARE OUTSIDE THE LIMIT OF 
WORK. 

11. THE GENERAL CONTRACTOR SHALL MAINTAIN OR ADJUST TO NEW FINISH GRADE AS 

NECESSARY ALL UTILITY AND SITE STRUCTURES SUCH AS LIGHT POLES, SIGN POLES, MAN 

HOLES, CATCH BASINS, HAND HOLES, WATER AND GAS GATES, HYDRANTS, ETC., FROM DRAFT CONSTRUCTION 

MAINTAINED UTILITY AND SITE SYSTEMS UNLESS OTHERWISE NOTED ON THE UTILITY DOCUMENT SET 

DRAWINGS OR AS DIRECTED BY THE LANDSCAPE ARCHITECT. 

12. THE GENERAL CONTRACTOR SHALL COORDINATE ALL ADJUSTMENT OR ABANDONMENT OF 

#100.6 UTILITIES WITH THE RESPECTIVE UTILITY COMPANY. 


13. ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS SHALL BE PROTECTED TO PREVENT 
TRACKING OF MUD ONTO PUBLIC WAYS. ANY MUD ON PUBLIC WAYS ORIGINATING FROM 

THE JOB SITE SHALL BE CLEANED BY THE CONTRACTOR. 
— _ CONTRACTOR SHALL SECURE ALL PERMITS THAT MAY BE REQUIRED FROM ALL 
| JURISDICTION AFFECTED BY THIS WORK. 

- 45, CONTRACTOR SHALL COORDINATE ALL PLACEMENT OF TREE PROTECTION TO BE APPROVED 
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MATERIAL NOTES: 


LAYOUT NOTES: 


1. PROVIDE EXPANSION JOINTS AT ALL CURBS, WALLS, STEPS, LIGHT POLE BASES, PULL 
BOXES, MANHOLES, ETC. AND AS SHOWN ON PLAN. 

2. CONTRACTOR SHALL COORDINATE LOCATION OF ALL UTILITIES (LINES, DUCTS, CONDUITS, 
SLEEVES, FOOTINGS, ETC.) WITH LOCATIONS OF PROPOSED LANDSCAPE ELEMENTS 
(WALLS, FENCE, FOOTINGS, TREE ROOTBALLS, PROPOSED LIGHTING FOOTINGS, ETC.). 
CONTRACTOR SHALL REPORT ANY DESCREPANCIES TO LANDSCAPE ARCHITECT PRIOR TO 
CONTINUING WORK. 

3. LIMIT OF WORK LINE IS NOTED ON DRAWINGS. CONTRACTOR IS RESPONSIBLE FOR ALL 
DAMAGE DUE TO OPERATIONS INSIDE AND OUTSIDE OF THE CONTRACT LIMIT LINE. ANY 
AREAS OUTSIDE THE LIMIT OF WORK THAT ARE DISTURBED SHALL BE RESTORED TO ITS 
ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE OWNER. 


1. ALL LINE AND GRADE WORK PER DRAWINGS AND SPECIFICATIONS SHALL BE LAID OUT 
BY A REGISTERED CIVIL ENGINEER OR SURVEYOR ENGAGED BY THE CONTRACTOR. 

2. ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM 
WHICH THEY ARE MEASURED UNLESS OTHERWISE INDICATED. 

3. STORAGE AREAS FOR CONTRACTOR'S EQUIPMENT AND MATERIALS SHALL BE IN AND 
WITHIN LIMITS OF WORK AS SHOWN ON PLANS AND AS APPROVED BY THE LANDSCAPE 
ARCHITECT. 

4. CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS IN THE FIELD AND REPORT ANY 
DISCREPANCIES IN THE SITE SURVEY TO THE LANDSCAPE ARCHITECT PRIOR TO STARTING 
WORK. 

5. ALL LAYOUTS FOR WALKS AND PATHS SHALL BE ADEQUATELY STAKED BY THE 
CONTRACTOR AND APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO CONSTRUCTION. 

6. AUTOCAD FILE WILL BE PROVIDED TO THE CONTRACTOR TO LAYOUT SITE IMPROVEMENTS. 
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PRIOR TO COMMENCING ANY EXCAVATION WORK, THE CONTRACTOR SHALL 
OTIFY ALL UTILITY COMPANIES IN ACCORDANCE WITH THE “DIG SAFELY” 
TIFICATION PROCEDURES PROMOTED BY RESPECTIVE UTILITY COMPANIES. 
THE, DIG SAFE TELEPHONE NUMBER FOR MASSACHUSETTS IS 811. 
2. BOTTOM OF CURB ELEVATIONS BETWEEN EXISTING SPOT GRADES SHOWN ON 
SURVEY ARE INTERPOLATIONS. CONTRACTOR SHALL VERIFY ALL EXISTING 
GRADES IN THE FIELD AND SHALL REPORT ANY DISCREPANCIES BETWEEN 
EXISTING AND PROPOSED CONDITION TO THE LANDSCAPE ARCHITECT. 
3. ANY AREA OUTSIDE THE LIMIT OF WORK THAT IS DISTURBED SHALL BE 
RESTORED TO ITS ORIGINAL CONDITION AT NO COST TO THE OWNER. 
4. COMPACT SUBGRADE PRIOR TO ANY FINISH GRADING. REMOVE ALL SOFT SPOTS 
OBSERVED OR IDENTIFIED IN FIELD. 
9. PITCH EVENLY BETWEEN SPOT GRADES. ALL PAVED AREAS MUST PITCH TO 
DRAIN AT A MINIMUM SLOPE OF ONE-EIGHTH INCH (1/8”) PER FOOT. ANY 
ae DISCREPANCIES NOT ALLOWING THIS TO OCCUR SHALL BE REPORTED TO THE 
Sy Ss LANDSCAPE ARCHITECT PRIOR TO CONTINUING WORK. 
. a 6. CONTRACTOR SHALL BLEND NEW EARTHWORK SMOOTHLY INTO EXISTING, 
OSE re PROVIDING VERTICAL CURVES OR ROUNDINGS AT ALL TOP AND BOTTOM OF 
~~ SLOPES. 
7. EXCAVATION REQUIRED WITHIN DRIP LINE OF TREES DESIGNATED TO REMAIN 
SHALL BE DONE BY HAND. PLANT-MATERIALS DAMAGED BY CONTRACTOR SHALL 
BE REPLACED IN ACCORDANCE WITH THE SPECIFICATIONS = 
8. AT ALL LOCATIONS WHERE EXISTING PAVEMENT ABUTS NEW CONSTRUCTION, 
THE EDGE OF THE EXISTING PAVEMENT SHALL BE SAW CUT TO A CLEAN, 
SMOOTH EDGE. WHERE NEW PAVING MEETS EXISTING PAVING, MEET LINE AND 
GRADE OF EXISTING WITH NEW. 
9. MAXIMUM CROSSPITCH OF ALL SIDEWALKS IS 2%. ANY DISCREPANCIES NOT 
PCE TO OCCUR SHALL BE REPORTED TO THE LANDSCAPE 
10. ALL GRADING SHALL COMPLY WITH THE RULES AND REGULATIONS OF THE 
MASSACHUSETTS ARCHITECTURAL ACCESS BOARD (AAB) AND THE AMERICANS 
WITH DISABILITIES ACT ACCESSIBILITY GUIDELINES FOR BUILDINGS AND 
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REGULATIONS, THE GUIDELINE PROVIDING GREATER ACCESS SHALL APPLY. 

11. LIMIT OF WORK LINE IS NOTED ON DRAWINGS. CONTRACTOR IS RESPONSIBLE 
FOR ALL DAMAGE DUE TO OPERATIONS INSIDE AND OUTSIDE OF THE CONTRACT 
LIMIT LINE. ANY AREAS OUTSIDE THE LIMIT OF WORK THAT ARE DISTURBED 
SHALL BE RESTORED 10 ITS ORIGINAL CONDITION AT NO ADDITIONAL COST TO 
THE OWNER. CONTRACTOR SHALL MEET LINE AND GRADE OF EXISTING 
CONDITIONS AT LIMIT OF WORK LINE. 
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| ee BOS BOS SSSSSESSH VE WN . IF DISCRERANCIES EXIST BETWEEN THE NUMBER OF PLANTS DRAWN ON THE PLANTING 
(SNe \ E NUMBER OF PLANTS IN THE PLANT SCHEDULE, THE PLANTING PLAN 
SHALL GOVERN. 

2. ALL NEW PLANT MATERIAL SHALL CONFORM TO THE MINIMUM GUIDELINES ESTABLISHED 
FOR NURSERY STOCK PUBLISHED BY THE AMERICAN ASSOCIATION OF NURSERYMEN, 
INC. IN ADDITION, ALL NEW PLANT MATERIAL FOR THE PROJECT SHALL BE OF 

Lh SPECIMEN QUALITY. 

Hach AA ~ 3. ALL NEW PLANTS TO BE BALLED AND BURLAPPED OR CONTAINER-GROWN, UNLESS 

Se \h oS OTHERWISE NOTED ON THE PLANT SCHEDULE. 
\\ AN 4. THE CONTRACTOR SHALL SUPPLY ALL NEW PLANT MATERIAL IN QUANTITIES SUFFICIENT 
TO COMPLETE THE PLANTING SHOWN ON THE DRAWINGS. 


BN 5. ANY PROPOSED SUBSTITUTIONS OF PLANT SPECIES SHALL BE MADE WITH PLANTS OF 
ees EQUIVALENT OVERALL FORM, HEIGHT, BRANCHING HABIT, FLOWER, LEAF, COLOR, FRUIT 
Ba ee, AND CULTURE, AND SHALL BE NATIVE PLANTS ON THE OLMSTED PLANTING LIST. ALL 
~~ SUBSTITUTIONS SHALL REQUIRE WRITTEN APPROVAL OF THE LANDSCAPE ARCHITECT. 
SK 6. —ALL NEW PLANTS SHALL BE TAGGED AND APPROVED BY THE LANDSCAPE ARCHITECT 
~~ AT THE NURSERY PRIOR TO DIGGING OR DELIVERY TO THE SITE. 
| eae 7. CONTRACTOR SHALL LOCATE-AND VERIFY ALL EXISTING UTILITY LINES PRIOR TO 
a oa PLANTING AND SHALL REPORT ANY CONFLICTSTO. THE LANDSCAPE ARCHITECT. 
Neath 8. STAKE LOCATION OF ALL PROPOSED PLANTING FOR APPROVAL BY LANDSCAPE 
oneal ARCHITECT PRIOR TO THE COMMENCEMENT OF PLANTING. 
Yoel 9, TREES SHALL BE SET 3” HIGHER THAN PREVIOUS GRADE. NO TREES SHALL BE 
mates PLANTED BEFORE ACCEPTANCE OF ROUGH GRADING. 
BM 10. ALL EXISTING TREES TO REMAIN SHALL BE PROPERLY PROTECTED DURING 
ea CONSTRUCTION. PROTECTION TECHNIQUES SHALL BE REVIEWED AND APPROVED BY THE 
Cel ips.6 LANDSCAPE ARCHITECT. THE PLACEMENT OF PROTECTION DEVICES ADDITIONAL TO 
tal THOSE NOTED SHALL, HOWEVER, BE AT THE CONTRACTOR’S DISCRETION. Sr 
aaa | 11. CONTRACTOR SHALL PROVIDE FULL DEPTHS OF LOAM AS NOTED ON DETAILS AND AS a rs (| 
fitetetl SPECIFIED, FOR ALL PLANTING. i $$ "7 
ree 12. CONTRACTOR SHALL COORDINATE LOCATION OF ALL UTILITIES (LINES, DUCTS, (ing aS | cn 
Net CONDUITS, SLEEVES, FOOTINGS, ETC.) WITH LOCATIONS OF PROPOSED LANDSCAPE 
ee ELEMENTS (WALLS, FENCES, FOOTINGS, TREE ROOTBALLS, PROPOSED LIGHTING —S— —SSSSS saw 
eae (Der eee ees ellie pies FOOTINGS, ETC.). CONTRACTOR SHALL REPORT ANY DISCREPANCIES TO LANDSCAPE eS ee 
UNDERSTORY SEED MIX 1021 MASSACHUSETTS AVENUE —= at ARCHITECT PRIOR TO CONTINUING WORK. No. | 
NEW ENGLAND ROADSIDE Loe coat 13. IN AREAS WHERE EXISTING PAVEMENTS ARE REMOVED AND ARE PROPOSED AS TURF, 
MATRIX UPLAND SEED MIX oy THE CONTRACTOR SHALL REMOVE THE PAVEMENT AND BASE, PROVIDE FILL AND 6” 
Te 497, TOPSOIL PRIOR TO SEEDING. 
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PLANT SCHEDULE 


KEY QTY. BOTANICALNAME 


DECIDUOUS TREES 


AR 3 ACER RUBRUM 
AL 7 AMELANCHIER CANADENSIS L. MEDIK. 
BP 6 BETULA PAPYRIFERA 
co 6 CARYA OVATA 
FG 3 FAGUS GRANDIFLORA 
HA 6 HAMAMELIS X INTERMEDIA 'ARNOLD PROMISE’ 
NS 1 NYSSA SYLVATICA 
PS 3 PRUNUS SARGENTII 'COLUMARIS' 
QB 2 QUERCUS BICOLOR 
Qc 2 QUERCUS COCCINEA 
QR 3 QUERCUS RUBRA 
SA 3 SASSAFRAS ALBIDUM 
UA 5 ULMUS AMERICANA 'PRINCETON' 
TREE SEEDLINGS 
ar 12 ACER RUBRUM 
ba 12 BETULA ALLEGHANIENSIS 
bl 12 BETULA LENTA 
bp 12 BETULA POPULIFOLIA 
cc 12 CARPINUS CAROLINIANA 
EVERGREEN TREES 
JV 4 JUNIPERUS VIRGINIANA 
PS 7 PINUS STROBUS 
SHRUBS 
AA 7 ARONIA ARBUTIFOLIA 
AP 9 AESCULUS PARVIFLORA 
CA 11 CLETHRA ALNIFOLIA 
cS 10 CORNUS SERICEA 
IG 16 ILEX GLABRA 
LB 13 LINDERA BENZOIN 
RA 13 RHUS AROMATICA 'GRO-LOW' 


RV 8 ROSA VIRGINIANA 
VACCINIUM CORYMBOSUM 
VIBURNUM DENTATUM 


COMMON NAME 


RED MAPLE 

SHADBLOW SERVICEBERRY 
PAPER BIRCH 

SHAGBARK HICKORY 
AMERICAN BEECH 
WITCHHAZEL 

SOURGUM 

COLUMNAR SARGENT CHERRY 
SWAMP WHITE OAK 
SCARLET OAK 

RED OAK 

SASSAFRAS 

PRINCETON AMERICAN ELM 


RED MAPLE 

YELLOW BIRCH 

SWEET BIRCH 

GRAY BIRCH 
AMERICAN HORNBEAM 


EASTERN RED CEDAR 
EASTERN WHITE PINE 


RED CHOKEBERRY 
BOTTLEBRUSH BUCKEYE 
SUMMERSWEET 

REDTWIG DOGWOOD 
INKBERRY 

SPICEBUSH 

GRO-LOW FRAGRANT SUMAC 
VIRGINIA ROSE 

HIGHBUSH BLUEBERRY 
ARROWWOOD 


2" CAL. 
2" CAL. 
2" CAL. 
1" CAL. 
2" CAL. 


4' HT. 
4' HT. 
4' HT. 
4' HT. 
4' HT. 


6' HT. 
6' HT. 


36" HT. 

36" HT. 

24" HT. 

36" HT. 

3 GAL. 

36" HT. 

24" SPREAD 
36" HT. 

24" HT. 

36" HT. 


SPACING 


5'-0" 0.C. 
4'-0" 0.C. 
3'-0" O.C. 
4-0" 0.C. 
4'-0" 0.C. 
6'-0" O.C. 
3'-0" O.C. 
5'-0" 0.C. 
4-0" 0.C. 
5'-0" O.C. 
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SPRING DIG ONLY 
MULTI-STEM 
MULTI-STEM 
SPRING DIG ONLY 
CLUMP FORM 
SPRING DIG ONLY 
SPRING DIG ONLY 
SPRING DIG ONLY 
SPRING DIG ONLY 


SPRING DIG ONLY 


1021-1025 
MASSACHUSETTS 
AVENUE 


ARLINGTON, MASSACHUSETTS 


MAJ INVESTMENT, LLC 


SS ee 
ee rs: ee 
— ay eee) 
SSS 
So SSS Ea 
= rs eee 
No. | 


REVISION 


kz 


Kyle Zick Landscape Architecture, Inc. 
36 Bromfield Street Suite 202 617 451-1018 Tel 
Boston, MA 02108 www.kylezick.com 


DRAFT CONSTRUCTION 
DOCUMENT SET 


Project: ARLINGTON RES. 
Checked By: KZ 
| Date: SEPTEMBER®, 202200 = SEPTEMBER 8, 2022 


Drawing Title: 


ENLARGED PLANTING PLAN 


1021-1025 


— UNIT PAVER, TYP.: ARTLINE UMBRIANO FROM UNILOCK 
/FRENCH GREY/7 SIZES TOGETHER ON A PALLET: FINISH GRADE MASSACHUSETTS 
°  6.625°X4.875"X2.75" | = Promeesseeenmmmeesseragese21 _ STONEDUST MIX Za ES CORE DRILL & ANCHOR | AVENUE 
6 13.25"X4.875°X2.75" —— } = a WITH NON-SHRINK GROUT 
© = 17.75 X4.875 X2.75 i 7 I -|— PROCESSED STEEL PIPE C= 
© 8.875°X7.375"X2.75” ; TT a “|. GRAVEL BASE S ¢ | ARLINGTON, MASSACHUSETTS 
© 17.75"X7.375"X2.75” Al THI — copacten € fe" € peg 4/9” MAJ INVESTMENT, LLC 
© 10.375"X4.875"X2.75" I HUI supcrape : 
—— NO PIECE SMALLER SSS STEEL BIKE RACK F 
2° “4 THAN 1", TYP. SECTION a | 
|__ CUT 2ND PAVER TO - 2” 1.0. SCH. it 
es SIZE STONEDUST PAVEMENT x) a Ee | < 
mets ScAles 11/72" 0" ener ¥0 5 | 
START LAYING WITH CONCRETE SLAB 
a oe WHOLE PAVERS AGAINST FINISH GRADE — 
a 4 - SIDEWALK AS SHOWN, CONCRETE UNIT PAVER cap itt GRANITE CURB 
“ SIDEWALK AYP. TYP. y Ya y r ‘ = Pree 
Lary ae Ze Y , Y 7, mat — My oS | 
: (=| CONCRETE PAVEMENT, QYDMMIMMJaY” YI CONCRETE PAVEMENT, Tice ee 2 AI Ii. gre. aya PROCESSED GRAVEL ig 
ae SFE CIVIL DWCS SBSBSBOSSSSSSS SSS SS ISSO SEE CIVIL DWGS. UG ii le i qe Ae rele BASE | 
oe RE : SER ae TE 8° (ege 6” (or 6” (Ai 6” Sea 
; 3 7 ae AT COMPACTED 
< TYPICAL RUNNING RSS ere aD SNP TDP. PNP." = SUBGRADE 
4 BOND PARALLEL TO pl FE II Tht Tht Tht Tht Tht Trt TTT Lash Tht TTT Tht Ll Tht Tht Tht 
_ | BUILDING FACE, TYP. ly = em «STRUCTURAL SOIL, SECTION PLAN 
SEE PLAN TO CONFIRM SEE SPECS. 
THE PATTERN 
| ORIENTATION BIKE RACK 
| EXPANSION JOINT SCALES 1/27=1'=0" 
— COMPACTED SUBGRADE 
PLAN FINISH GRADE =: 
HAND TIGHT BUTT JOINT, SECTION 
SWEPT WITH SAND 
UNIT PAVER STRUCTURAL SOIL 
FLUSH CONCRETE PAVEMENT, SCALE: 1-1/2”=1'-0” 
f™ SEE CIVIL DWGS. | 
ys . 2 é ZI 
: GG GffffUIAAG fee et oo 2 i 
var WUMMIMIIMYMUM@o. | —_—_1— NEOPRENE MASTIC 
‘ SE | BOSBSSBSGGIGCOS SS SSSSOGON KK AH IIE KKK EIT : : ASPHALT/SAND SETTING 
. , a re Ot ar ee LOAM AND SEED 
i ae Ger eee : : oe —|—— EXPANSION JOINT CAN AM A aa WOOD BENCH _ 
eo: | SOS SSOSSE 72 EXPANSION DOWELS, ae emer RAN GALV. STEEL ANCHORING BRACKET, § ————=<4 
6: O56: 24” O.. Lie aes FASTEN TO CONCRETE WITH GALV. STEEL 
1 DSO SOSOSOSOHSO SNS — CONCRETE BASE W/ bo) esas , air aN EXPANSION BOLT (<aGasettti(<i‘<‘ 
Fee eer ES. “nes wre Wea Dy Ar ieee ANCHORING BRACKET, 
DN ee Il | et a SS Yes raion: vox 2 i GRAVEL SUBBASE eae Z/) = “f-— CONCRETE CRADLE 
JT STE IPE} cowpacren suscraoe : rp PROCESSED GRAVEL : | 
0 ee) 
TI ea f= eee ieee CTT TT eT eT eT eT ae * : “S4+— COMPACTED OR ae 
SECTION 5 Ural wuootuneen = ey 
Nn Spe bt a | —__$—+— 
X ee a ns 
SCALE: 1-1/2"=1'-0" foNr SDE — ft 
GRANITE CURB CONCRETE FOOTING ore = —$$=a¥ oa 
SCALES 4a 0" GRAVEL BASE av SL ea er | | |- es re ee 
es 
ae ¢ SECTION 
Z — ~ POST CAP—NAIL IN PLACE Z 
° FENCE CAP—NAIL IN PLACE Kyle Zick Landscape Architecture, Inc. 
36 Bromfield Street Suite 202 617 451-1018 Tel 
i WOO D B E N C H AN C H O RI N G Boston, MA 02108 www.kylezick.com 
“Kk 1-7/8” ALUM. SCREW 3/8" X 4° FACIA BOARD SCALES 44 /2"=1'=0" 
NAILS (DOUBLE NAILS 
TOP AND BOTTOM) 5” X 5” LINE POST 
ne ae 8-10” 0.C. MAX. TYP. 
GALV. NAIL 5” X 5” X 12’ END 
POSTS 
3) I © 4” X 1 5/8” BACKING x a iu 
Sie RAILS SET * 5/8” X 10” GALV. STEEL STRAP LIGHT BOLLARD, 
42]. 2 HINGES, TYP. SEE SPECS. DRAFT CONSTRUCTION 
Lac 
mae 3/4” X 4” BOARD 16D HOT DIPPED GALV. NAIL = sates anon ietaG EOCENE ee 
|_____ SURFACE MOUNT PANIC BAR KITS a TO TRAIN 
- 3/4” X 4” BOARD : (SHOP DRAWINGS REQUIRED) 
FINISH GRADE 
WITH PADLOCK 
TO ELETION AN -é z 
—1— SS. J-BOLT W/ SPACER, 
Ree sll Typ. ; | Date: SEPTEMBERS,2022 0 = SEPTEMBER 8, 2022 
FOOTING _ SADDLE FO CONCRETE FOOTING as 1 _ CONCRETE FOOTING, Sree e200 
a GATE POST |) IN 4000 PSI, TYP. Drawing Title: 
PITCH SURFACE TO DRAIN. Lu 
*NOTE: ALLOW FOR 1/2” OF AIR ot ELECTRIC CONDUIT, 
ALL LUMBER TO BE SPACE BENEATH WOOD POST _ —- Ut) SEE ELEC. DWGS. 
TO NOMINAL DIMENSIONS, / : eoeeces 
Lr ——NO.1 GRADE SAWN 4” GRAVEL BASE FOR DRAINAGE wo it aia eae eT yf) GRAVEL BASE, TYP. 
ELEVATION SECTION (| =U FET | 44 pe TP EQi = COMPACTED OR 
tT a ’ Lt eee abe + ae LLL 
SCALE: 3/4”=1'-0" SCALE: 3/4”=1’-0” | '!F-IIIA NORTHERN WHITE CEDAR, 6° HIGH WOOD FENCE GATE ELEVATION 49%  — | UNDISTURBED SUBGRADE 
, ; STAINED SCALE: 1/2”=1'-0" eee eas 
*~—— 18 SECTION TYP. 


6' HT. SCREEN FENCE / GATE BOLLARD LIGHT FOOTING —_—_— 
SCALE: AS SHOWN SCALE: 1°=1'—0” 


1021-1025 


(3) 2”X3"X4’ FIR POST; ATTACH GALVANIZED y MASSACHUSETTS 
MALLEABLE STEEL CABLE TO POST AND SECURE ai 
VW ue | we WAM — JAW WAV VAN Vy — SEED MIX, BY TWISTING TAUTLY; SET ANGLE OF POST & GUY AVENUE 
ee ee ey eee OIE TO ENTER GROUND AT THE LIMIT OF THE SPREAD | \ 
ed See ee ee re ee ee OF THE BOTTOM BRANCHES; STAKES SHALL BE v: 
. % LO eG ne OS ea t= SCREENED! LOAM, OUTSIDE OF TREE PIT. ~~ 
Poe AE ing ceri cal wee. ay eae |) - CRONLED: THICKNESS SS ARLINGTON, MASSACHUSETTS 
eg STL I GTI ILI ATT FOF Z INSTALL 3 GUYS PER TREE EQUALLY SPACED AROUND \ 
KK RRR ERROR. COMPACTED SUBGRADE ROOTBALL. ATTACH 13 GAUGE GALV. MALLEABLE STEEL — MAJ INVESTMENT, LLC 
Seon GUY WIRE 2/3 HEIGHT OF TREE IN REINFORCED DRIPLINE—— 4’ HIGH CONSTRUCTION FENCE 
ScUlON RUBBER HOSES wT CABLE CLAMPS. SECURE BY OF TREE |_VARIES. || VARIES _ | STAKED 5’ 0.C. MAXIMUM WITH 
PRESSED METAL DRIVE STAKES. 
LAWN TREE SHALL BE PLANTED WITH TOP OF ROOTBALL ea ae 
REMOVAL ONLY UPON APPROVAL 
SCALE: 1’-1/2"=1'—0” BEARING THE SAME RELATIONSHIP TO FINISHED GRADE pa sera a va nee 
AS TO PREVIOUS EXISTING GRADE. TREE SHALL BE ELEVATION 
PLUMB AFTER SETTLEMENT. 25 | STAKE aa 
a : i _ HSL FE OE oF 
3” BARK MULCH (HOLD MULCH OFF ROOT FLARE) te ae a Saree 
3” MULCH PLANTING SOIL MIX NAN, K, ss MACHINERY OR MATERIALS WITHIN 
WATER BAG Palas 7 Soe AREA OF THE FENCE. DO NOT 
ae ile , oe TREE DISCARD CONSTRUCTION MATERIALS 
Le) as PLANTING MIX ROLL BURLAP BACK FROM TOP 1/3 OF ROOTBALL ——— TT (enol fa = OR SLURRY WITHIN FENCE LIMIT. 
cola k RRS = BEFORE BACKFILLING. UNTIE ROPE FROM TRUNK. METI Ii FENCING TO BE REVIEWED BY 
ed 38 a's ss. wall PLAN |, 5'-0" |, LANDSCAPE ARCHITECT PRIOR TO 
7 SLOW RELEASE FERTILIZER MAX.” CONSTRUCTION. 
SPACING 
FREE DRAINING, SECTION ELEVATION 
VEMZAG NED OS ReOuE UNDISTURBED OR COMPACTED SUBGRADE 


CONTINUOUS BED OF PLANTING SOIL 


BETWEEN PERENNIAL € ; EVERGREEN TREE PLANTING x } TREE PROTECTION - FENCE 
SECTION SCALE: N.T.S. SCALE: N.T.S. 


PERENNIAL PLANTING 


NOTES INSTALL 3 GUYS PER TREE EQUALLY SPACED AROUND 
SCALE: 1 1/2°=1'-0” 1. ADD HIGH VISIBILITY FLAGGING ROOTBALL. ATTACH 13 GAUGE GALV. MALLEABLE STEEL 
TO EACH GUY WIRE FOR |, GUY WIRE 2/3 HEIGHT OF TREE IN REINFORCED 
PLACE ROOT BALL 2” ABOVE PUBLIC SAFETY. RUBBER HOSE; WITH CABLE CLAMPS. SECURE BY 
SURROUNDING GRADE TWISTING TAUTLY. 
3” DEPTH MULCH (PULL BACK AWAY NN “ (3) 2°X3"X4’ FIR POST; ATTACH GALVANIZED 
FROM BASE OF SHRUB) \ MALLEABLE STEEL CABLE TO POST AND SECURE BY 
ANY [A- TWISTING TAUTLY; SET ANGLE OF POST & GUY TO 
EXCAVATE HOLE TO REQUIRED DEPTH NENT CG ENTER GROUND AT THE LIMIT OF THE SPREAD OF 
Tera AND BACKFILL WITH APPROVED PLANT NS THE BOTTOM BRANCHES; STAKES SHALL BE OUTSIDE 
| ARERR MIX, PER SPECIFICATIONS; Ss OF TREE PIT. 
| WRSRSSScSepS 2:1 SLOPE MAX 
ele Cente al sats Se 4:1 SLOPE MINS a —z DECIDUOUS TREE W/ (2) STAKES <r 
J BQLRS . Ser Oo 
ee Bale: ROOTBALL BEFORE BACKFILLING. lly), PEA RNGLESSS Sw EROSION MATTING AS SPECIFIED 
ps UNTIE ROPE FROM TRUNK, SCARIFY 2 Ws Wk ex Ss WATERING BAG 
* | NS - Bee CONTAINER GROWN x ce NI oe SW TREE SHALL BE PLANTED 3” ABOVE SURROUNDING 
a HI. SA EQS aw 
CONTINUOUS BED be PLANTING som pee x . GRADE TREE SHALL BE PLUMB AFTER SETTLEMENT 
3 ‘SHRUBS ae s TEI IFA 3” MULCH; PULL MULCH AWAY FROM TREE TRUNK 
call aN 3” HIGH EARTH SAUCER AROUND TREE PIT 
PLACE ROOTBALL ON COMPACTED : Fn Boe gee Sk | Me PLANTING LOAM AS SPECIFIED 
SUBGRADE 2) SSS SA as ey LS EROSION CONTROL MATTING AS SPECIFIED 
vb te bb. SNR oS | ROLL BURLAP BACK FROM TOP 1/3 OF ROOTBALL 
SHRUB PLANTING en pelea me BEFORE BACKFILLING. REMOVE ROPE FROM TRUNK. 
SCALE? 4 1/2"=1" Fall | HH i} | (=e SLOW RELEASE FERTILIZER 
= a all ee ee Kyle Zick Landscape Architecture, Inc. 
sare —|| Tre di += COMPACTED SUBGRADE BENCH UNDER TREE Sane cli aan 
—= = — —i oston, Www. kyleZziCK.cOom 
1. IF CONTAINER GROWN, SCARIFY SOIL AND (2) PIECES OF "ARBOR TIES” SHALL BE ” ” II = UNDISTURBED SUBGRADE OR COMPACTED BACKFILL. 
ROOTS TO REMOVE CIRCLING ROOTS. LOOPED AROUND TREE TRUNK THROUGH EQ. EQ. FQ. 7 | ROUGH GRADE TO REMAIN ON SLOPE. 
(2) 3 LONG, 3°¢ FIR STAKES: es TWISTED AND SECURED SECTION ELEVATION 
SET STAKES OUTSIDE OF 
ROOTBALL, LEVEL AND WITH INSTALL TREE PLUMB x TREE PLANTING ON SLOPE 
5-6” VISIBLE ABOVE GROUND | SCALE: NTS. 
aN TOP OF ROOTBALL SHALL BEAR’ SAME 
S Zz RELATIONSHIP TO FINISHED GRADE AS TO 
Q\ 4 PREVIOUS EXISTING GRADE 
SS [i= ROOT FLARE SHALL BE EXPOSED; MULCH DRAFT CONSTRUCTION 
SON. SHOULD NOT TOUCH TREE TRUNK DOCUMENToET 
SS PLACE BALL ON SUBSOIL. REMOVE AND 
\ A DISCARD BURLAP EXCEPT UNDER BALL. 
3 Ne a REMOVE AND DISCARD ALL SYNTHETIC SOIL 
. WRAPPING MATERIALS (TREATED BURLAP, —— 
L | NYLON TWINE, WIRE BASKETS, ETC.) 
(2) WATERING BAGS AT STAKES 
ai by 3” BARK MULCH 
: DECOMPACTED SUBGRADE 
mpnnuuabnal YAN eT EXCAVATE HOLE TO DIAMETER 3X WIDER Drawing Title: 
AU aed THAN ROOTBALL. BACKFILL HOLE WITH 
T-Eh}\) @ B PLANTING SOIL MIX 
Ua i SLOW RELEASE FERTILIZER 


! EXCAVATE SUBSOIL AS REQUIRED TO PLACE 
| ROOTBALL TO PROPER ELEVATION. PLACE 

ROOTBALL DIRECTLY ON COMPACTED OR 
UNDISTURBED SUBSOIL. 


'} Ne, — =| ae 
oT RE Ieee 


mec ee sane! 
. = 


SECTION ELEVATION 


DECIDUOUS TREE PLANTING DETAILS 
SCALE: N.T.S. 


